
11, I 
1570 North Olden Avenue, Trenton, New Jersey 08638

rr • 

Fillers• Extenders• Oils• Lubricants 

(800)257-9365 • (609) 695-6211 • Fax (609) 695-0102
www.recarroll.com

RECCO 182W MICRO WAX 

SPECIFICATIONS 

Property Method Mm Max Typical 

Melting pomt, 0P (0C) D-127 172.4 (78) 181.5 (83) -

Penetration @ 77°P, dmm D-1321 15 25 -

Oil content, wt% D-721 - 2.0 -

Color, ASTM D-1500 - 2.5 -

Viscosity @ 212 °P, cSt D-445 16.0 - -

COMPLIES W1TH FDA REGULATIONS COVERED UNDER TITLE 21, 
SECTIONS 172.886 AND 178.3710 

Magnesium Oxide • Sulfur • Waxes • Barium Sulfate • Alumina Trihydrate • Solvents • Zinc Oxide • Calcium Carbonates 
Mica • Aromatic, Naphthenic, Paraffinic Process Oils • Gilsonite • Kaolin Clay • ASTM Reference Oils • Zinc Dust 
Rubber Accelerators • EPDM • Precipitated Silica • Zinc Dust • White Oils • Transformer Oils • Metallic Stearates 


